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Fe O2 3

K O + Na O2 2

Hardness, Mohs

CaO + MgO

GRANULARITY, PHYSICAL AND OTHER CHARACTERISTICS

CHEMICAL ANALYSIS (RFA) %

Sands with high content of SiO2 and favourable granularity are an exclusive raw material in the foundry industry 

for the sand casting and for production of sand core. Foundry sands are widely used in the building chemistry 

for production of bonding cements, levelling and joint compounds, special building mortars and plasters. 

Furthermore these sands are used for the natural lawn aeration. The sands are being sold wet or dried, in bulk 

or in bags, transported on trucks or wagons. 

Střeleč silica sands are improved natural raw materials. The above-mentioned information is based 

on average values. The data should be considered as indicative. Occurrence of coarser or finer 
fractions in trace quantities is possible. The user should test the product and consider, whether it is 

suitable for the desired purpose. On the customer’s request we can discuss the tolerances of the 
products data. Sale and delivery is always based on agreed commercial conditions and relevant 

company standard or a quality agreement. 

CATALOGUE OF PRODUCTS
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Sklopísek Střeleč, a. s. | Hrdoňovice 80, 507 45 Újezd pod Troskami, Czech Republic

Tel.: +420 493 505 111 | Fax: +420 493 505 328 | ID: Company 44795688
V.A.T. ID: CZ44795688 | Registered at the District Court in Hradec Králové,

on December 5th, 1991, under the No. B 1093
Banking services: ČSOB Praha, a. s.,

IBAN CZ6503000000001017362563  BIC: CEKOCZPPXXX
web: www.glassand.eu | e-mail: sales@glassand.eu


	Stránka 9

